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Instalacia a nastavenie telefonu Ninja Lite

InStalacia telefonu

Stiahnite si z web stranky optickynet.sk stubor NinjaLite.exe a spustite instalaciu
programu.

Zvolte Jaz,yk |n§ta!atoravEngI!sh Select Setup Language E
(momentalne nie je moznost

vyberu slovenciny alebo cestiny). iﬂl Select the language to use during the installation;

| 0K I Cancel

Vita vas instalator programu, kliknite na ,Next".

i@ Setup - NinjaLite
©r
00
o
O

O

‘ Welcome to the NinjalLite Setup
Wizard
Thiz will install NinjaLite''2.2 on pour computer.

It iz recommended that pou close all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup.

O

”inj xe

SIP Softphone

Cancel |
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Pre potvrdenie licencie zvolte ,| accept the agreement” a stlacte ,Next®.

fie Setup - NinjaLite _Ie iIl

License Agreement
Global IP Please read the following important information

TH——— befare continuing.

Please read the following License Agreement. You must accept the terms of this
agreement befare continuing with the installation.

END USER LICENCE AGREEMENT g

This is a legal agreement ("the Agreement") between you and Global
IP Telecommunications Ltd. {'Licensee™). This Agreement pertains to
vour use of the Licensee's software, technology, programs,
documentation and updates which are provided to wou by the
Licensee (collectively, the "Software™). Please carefully read the terms
and conditions helow. If you do not agree to the terms of this
Agreement, DO NOT click the "I Accept hutton. By clicking on the Hlj

Nepmmnt! bidnn wan ara cancnnting ta tha toreae Afthic Aavanrannt

(O accept the agreement;

" | do not accept the agreement

< Back I MNest » I Cancel

Zvolte si ,umiestnenie odkazu na plochu pocitaca“ a stlacte ,Next".
i@ Setup - NinjaLite _Iel x

Select Additional Tasks
Global [ | which additional tasks should be performed?

FmEeratese

Select the additional tazks you would like Setup to perform while installing MinjaLite, then
click Next.

Additional icons:

I IV Create a desktop icon |

™ Create a Quick Launch icon
CTI support
[T Install Tapi driver

< Back I MNest » I Cancel
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Pre dokoné&enie inStalacie kliknite na ,Finish®.

e’ Setup - NinjaLite
OJd
o

Completing the NinjaLite Setup
Wizard

Setup has finished installing MinjaLite on your computer. T
application may be launched by selecting the installed icot

Click Finizh to exit Setup.

O i

Amnﬂlu

SIP Softphone

Na pracovnej ploche pocCitac¢a mate vytvoreny tento odkaz. .
Kliknutim nan sa spusti telefon. @

MinjaLite

— npoo
==

Pri prvom spusteni sa otvori sprievodca
pre nastavenie zvuku a test pripojenia

ama Interet speed k internetu
Video Quality
- - - Telefén si sam otestuje pripojenie
Downstrean , : k internetu. Po ukondéeni testu kliknite na
Low Good High N extn

Upstream

Progress of the bandwidth test

Next
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Nastavenie pre videohovory (sluzba je
momentalne nedostupna). Pokracujte Vs cortge n n H n
kliknutim na ,Next". —

‘ video

Choose device

I ]

[V Send video automatically

Nastavenie hlasitosti pre slichadla i

a reproduktory. Audio Settings n n H n
2=
Hlasitost’ si otestujte kliknutim na ®
v « . . Speak
tlacidlo ,Test“ a regulujte ju pomocou —

, . « . . |Rea|tekHD Audio output I: Test
posuvaca ,Volume®. PokraCujte altek HD Audio output .
kliknutim na ,Next". ® ringtone

|Rea|tekHDAudio output LI - Test '
Volume
e — ,,,., an - N
Low High
Back Next Cancel
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Nastavenie citlivosti mikrofonu. Pre ) x|
otestovanie kliknite na ,Test" Audio Settings H H B E
a hovorte. Posuvanim posuvaca

,Vvolume“ si nastavte citlivost

mikrofénu tak, aby ukazovatel /) Microphane

nezasahoval do ¢erveného pola. [Realtek HD Audio Input v|  Test
Sprievodcu nastaveniami ukoncite
kliknutim na ,Finish®.

Volume

Back Cancel

Po ukonceni sprievodcu sa spusti telefon
Ninja Lite. Na spodnom panely, na pracovnej
ploche pocitaca vam pribudne ikona
telefonu.

#® show phone...
Language

:‘ Settings...

Call history, ..
Start Media wizard. ..

Launch on boot

Quit

=l % [SIOF ¢
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Telefon je nainStalovany. Telefénne Cislo v3ak eSte nie je aktivne. Pre jeho
aktivovanie je potrebné v nastaveniach vyplnit Udaje, ktoré najdete
v konfiguracnom protokole, v €asti ,,Sluzby“, vo vaSom profile. A to:

Adresa SIP serveru (Proxy name, Domain, Proxy Server)

sip.optickynet.sk

Uzivatelské meno (celé telefénne Cislo, aj s predvolbou, bez nuly na zaciatku)
12345xxx

Heslo (je uvedené v konfiguraénom protokole)

XXXXX

Kliknite pravym tlacidlom mysSi na ktoromkolvek mieste na teleféne. Otvori sa vam
kontextové menu, v ktorom zvolte ,Settings...”

Nastavenie telefonu

Pre spravne zaregistrovanie telefénneho Cisla je potrebné zakladné nastavenie.
Jednotlivé polia vyplrte podla udajov vo vasom konfiguraénom protokole. Potvrdte
kliknutim na ,OK®".
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Proxy I\loice box | Dialing Rules | Advanced |
Preselection

User data
Voice box
Dialing Rules

Advanced

Language settings
Media settings
Metwork settings
Yoice box

License | Yersion
Advanced settings
Dialing Rules

USE Devices

OK

Cancel
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|

Proxy server

Active

Proxy name
Domain / Realm
Proxy server
SIP port
Qutbound proxy

OQutbound proxy port

Credentials

Display name
User name
Password

Auth user

Delete

s K

Use Peer-to-Peer Nao -

| sip.optickynet.sk

| sip.optickynet.sk

] sip.optickynet.sk

5060 -

l
5060 -

|472388XXX

|472388XXX

]*********

|472388XXX

Po stlaceni ,,OK* sa vase telefonne Cislo
prihlasi na telefénnu ustrednu (Registered —
Enter phone number).

Your number is: 12345xxx

Registered — enter phone number
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Popis tladidiel a funkcii telefbnu Ninja Lite

1 2

3 4 5678

~

Your number is <10

ered - Enter phone number < —11

Hinja

12

Klavesové skratky

1. Stav pripojenia

- symbol svieti, ked je telefén uspesne pripojeny k SIP serveru
a telefonne Cislo je aktivne.

2. Citlivost’ mikrofonu

- pocas hovoru je mozné regulovat citlivost mikrofénu posudvanim
bielej palicky.

3. Hlasitost’ sltiichadla/reproduktoru
4. Nastavenia
5. Zmeskany hovor

- ikona obalky upozorfiuje na zmeskany hovor, kliknutim na fiu sa
zobrazi histéria hovorov.

6. Minimalizovat’

7. Ukoncit’

8. Napoveda

9. Pocet dostupnych liniek

- v pripade, ak je prijaty druhy hovor. Kliknutim na aktivnu linku po¢as
hovoru prepnete volaného u€astnika do stavu ,Cakanie“. Opatovnym
kliknutim sa hovor obnovi. Po¢as ¢akania na linke bude volajuci pocut
v teleféne melddiu.

10. Informécia o aktivovanom ucte

11. Stav telefonnej linky

- ,Registered” — linka je aktivna

- ,Registering” — prebieha prihlasenie

- ,Login Failed* — nedspesné prihlasenie
12. Histéria hovorov a kontakty

13. Ukoncenie hovoru

14. Vytoéenie naposledy volaného ¢isla

15. Prijem hovoru / vytocenie telefonneho €isla

F1
F2
F3
F4
F5
F6
F12

Enter

2x Enter
END

SPACE Mute
Backspace

CTRL+1
CTRL+2

napoveda
nastavenia
kontakty
histdria hovorov

stav ,éakanie”/zruSenie stavu ,¢akanie”

presmerovanie hovoru
Start/stop nahravania hovoru

zacatie hovoru
opakovanie volby
ukoncenie hovoru

vypnut mikrofén

zmazanie telefénneho Cisla

linka 1
linka 2

Sipka dolava mikrofon — zniZenie citlivosti
Sipka doprava mikroféon — zvySenie citlivosti
Sipka hore slichadlo — zvysenie citlivosti
Sipka dole sluchadlo — znizenie citlivosti

Ak nie je telefdn vidiet na ploche:
Ctrl + Shift + n zobrazenie telefénu
Ctrl + Shift + h ukoncenie aktivheho hovoru
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